
 
 

Off-Site Equipment Inspection  
Check Sheet 
Tank or Drum 

 

Equipment Title: Project: 
System : Shop Location: 
Author: Date: P&ID’s: 
Vessel data sheet available?  Y  N 
Step Item Yes No N/A Comments Sign 

Date 
1 Check internal cleanliness      

Clear of debris:     
Dry:     
Grease Free:     

2 Check nameplate      
3 Check condition of lining      
4 Check position of assembled covers and/or 

flanges. 
     

 
5 

Check dip pipes for:      
Length     
Anti-siphon hole     
Lining/Coating     

6 Check internal dip pipe supports      
7 Check for clearance between dip pipes and 

moving equipment 
     

8 Check bottom support/bearing for agitator.  (See 
Rotating Machinery)  

     

9 Check test joint material      
10 Check internal valve setting and operation      
11 Check vortex breaker      
12 Check baffles or weirs.      
13 Check sump      
14 Other internals; Demisters, support grids, weirs      
15 Witness pressure test. 

Log all test data in comments section. 
     

16 Witness leak test of assembled vessel.      
17 Witness vessel drained and dry and ready for 

transportation 
     

18 Flange finish as per vessel drawing      
19 All branches fitted as per drawing      
20 Ensure all temporary transportation brace is 

identified 
     

21       
22       
23       
24       
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