On-Site Equipment Inspection
Check Sheet
Furnace or Burner

Equipment Title: Project

System : P&ID:

Author: Date:

Vendor manuals and data sheets must be available

Step | Item Yes No N/A Comments Sign
Date

1 Vessel checked for level.

2 Check vessel properly bolted down and if
applicable guides are fitted.

3 Check internals are : -

Clear of Debris

Dry

Oil Free

4 Check for vessel expansion materials are

suitable. Ensure no clashes with steel, pipe etc.

Ensure weather protection is suitable

Confirm correct location of instrumentation

Check bolting

5
6
7 Check vessel & saddle gounding straps
8
9

are sealed

Witness vessel closure. Ensure inspection doors

10 | Check jointing

11 | Check all air dampers operate correctly

12 | Check snuffing connections and equipment

13 | Check insulation as per specification

14 Fully check burner management system

15 | Check vessel name plate details

16 | Check vessel identification painted correctly

17 Ensure all purge and coolant air flows are
acceptable

18 | Check all peep holes and flame eyes are
operable

19 | Check any access platforms conform to
standards

20 | Confirm all transportation bracing has been
removed

21 | Check explosion doors if fitted

22 Check all fuels are isolated at a safe distance

23 | Check suitable location of E-Stop

24 | Check fire fighting equipment in vicinity

25 Ensure correct installation of all refractories




