11.0 Leak Test Check list and procedure

Leak test Procedure

Checklist
Project System : Page 1 of
P&ID’s, (which must be attached to this procedure) Author: Date:
SUB-SYSTEM - Identify all vessels/lines to be tested.
ISOLATIONS - Identify isolations required for test (spades, double block and bleeds, etc)
VALVES - Identify valves which need to be opened for test (control valve shutdown valves, etc)
Test Input Points Tick and Sign
Location : Test Rig Fitted Rig
Medium Removed
Test Pressure - Water
Pressure Indication Point - Alr
Release Pressure At - Nitrogen
Drain Liquor / Gas To Other
All joints to be soap tested - Yes/No
Other test if not soap test - N/A/No/ Yes - Identify:

Expected Test Duration Time:

Actual Test Duration Time:

Pressure drop with time

Initial 9 Hrs:
Pressure :
1 hours : 12 hrs :
3 hours : Final Pressure :
6 hours : Leaks Found? YES /NO
Identify location with tag, and mark on system
P&ID.

Remember: Temperature and pressure differential must be considered.




Leak test Procedure

Step Operation Comments

Signed off

The equipment and lines included in this procedure have passed the test as defined
above:

Commissioning Engineer: Signed:
Date:

All isolations removed and valves returned to normal required position:

Commissioning Engineer: Signed:
Date:
Plant Representative: Signed:

Date:




