Table 22-4A. Corrosion potential (voltage) range of metals and alloys (vs. Saturated Calomel Electrode).
	Corrosion potential (voltage) range of metals and alloys (vs. Saturated Calomel Electrode)

	
	+0.2
	
	0
	
	-0.2
	
	-0.4
	
	-0.6
	
	-0.8
	
	-1.0
	
	-1.2
	
	-1.4
	
	-1.6
	

	Magnesium
	
	

	
	
	Zinc

	
	
	
	Aluminum Alloys

	
	
	Cadmium

	
	
	Mild Steel, Cast Iron

	
	
	Low Alloy Steel

	
	
	Aluminum Bronze

	
	
	Naval Brass, Yellow Brass, Red Brass

	
	
	Tin

	
	
	Copper

	
	
	
	Lead-Tin Solder (50/50)

	
	
	
	Admiralty, Aluminum Brass

	
	
	
	Manganese Bronze

	
	
	Silicon Bronze

	
	
	
	
	
	Stainless Steels – Type 410, 416

	
	
	90-10 Copper-Nickel

	
	
	Lead

	
	
	70-30 Copper-Nickel

	
	
	Nickel

	
	
	Silver

	
	
	Monel

	
	
	
	
	Stainless Steels – Type 302, 304, 321, 347

	
	
	
	
	Stainless Steels – Type 316, 317

	
	
	
	Titanium

	
	
	Platinum
	

	
	Graphite

	
	+0.2
	
	0
	
	-0.2
	
	-0.4
	
	-0.6
	
	-0.8
	
	-1.0
	
	-1.2
	
	-1.4
	
	-1.6
	

	Cathodic or Noble End







           Anodic or Active End


(Source: Courtesy of Toyin Ashiru)

